
UV Sterilization Equipment
COLD, DRY, FAST, WITH ACTIVE RAY  STERON UV-C 82

¥ STERON UV-C82 Sterilization Equipment performs sterilization by cold radia tion of 254 nm UV-C

(Ultraviolet Shortwave).  

¥ Necessary  UV ray dose can be adjusted according to every microorga nisms family class.

¥ Equipment has a DOSE TIME OFF system which controls timing  electronically and cuts off the

radiation automatically at the end of dosing period. For safety,  the UV-C ray is controlled by a

microprocessor on based PCB. This prevents the leakage of UV rays to outside.

¥ In STERON UV-C 82, UV-C 254 nm radiation is used for the sterilization. In addition to this, it p rovides

99.99% sterilization between 100 Ð 2700 sec. with ozone (O 3) gas and electrone bombardment.

¥ The STERON UV-C 82 Sterilization Equipment has 186 nm UV-C anti photo reactive action. In

addition to this it destructs microorganisms with ozone gas (O 3) and electrone bombardment.

Potential of this action which creates electrone bombardment is 0,07 2 mV (microorganisms are

destructed over 0,023 mV). It prevents the formation of micro sha des. A thorough sterilization is

performed by forming a potential over the sterilised material. There is no need  to rotate the

material.

¥ Effect of ozone gas (O 3) which occurs at UV 220 nm provides pastorization to materials ins ide the

equipment.

¥ UV-C light density is 7 W/m 2. This density is corresponding to a light density more than 1000 0/

microW/cm 2. This provides a destructive action over the microorganisms.

¥ The STERON UV-C 82 sterilization equipment does not produce heat at room temperature.(15-40 ¡C)

Sterilised surgical tools are cool at the end of the sterilization process. It does not cause any fatigue,

corrosion, rust, discoloration or oxidation on the materials to be s terilised. Since there is no change

at the temperature it requires no extra time for sterilization.

¥ Transparent glass of UV-protection type on the cover protects ag ainst the harmful effects of UV rays.
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Electronic and Physical Specifications of Steron UV-C82 Sterilization Equipment:

¥ 78-86 % reflection action, anodised inner body and reflector made of  anodised aluminum.

¥ Selection according to microorganism class.

¥ Electronic protection circuit against UVÕs harmful effects.

¥ Micro processor control system for start, stop, reset and progra m modes, digital dose indicator.

¥ Portable sterilization tray independent of the equipment.

¥ Esthetic look, modern design, large volume.

¥ Outer body made of 0,8 DKP sheet steel with electrostatic powder c oating. 

¥ Outer dimensions 500 x 350 x 270 mm.

¥ 220 Volt, 50-60 Hz, on-off, grounded socket, ergonomic ease o f use.

¥ Audible warning at the end of sterilization 

¥ No UV ray leakage from the cover.

¥ It consumes 30 W energy during operation and 4 W energy when ou t of function.

¥ There are 2 UV-C sources with 3000 hours life time which can be replaced  easily.
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